
HANDY AUTO PLUS - Main Specification

Cutting Thickness 5 30mm

Cutting Speed 150 530mm/min (using standard wheel)

Rotation Speed 1.2 4.2rpm

Drive Method Friction Drive

Speed Control Method Transistor Control

Power Supply AC100 240V

Length 525mm

Weight 2.8kg

Cutting Tip 106 #0, 1, 2

Feature

● Automatic ignition device included.

● Quick and easy change attachments structure.

● Cutting in any position from any direction.

● Excellent cutting quality.

HANDY AUTO PLUS is a hand held mechanized gas cutting torch that 

combines convenience of auto ignition and the preheat ON/OFF lever type to 

the function provided by the HANDY AUTO II. Allows cutting in any position 

from any direction, such as curves, circles, shapes, bevels, and straight line 

cutting, in plane plate, vertical plate, H-beam, etc. The HANDY AUTO PLUS 

Kit kit is composed by the main body and accessories in a special case 

convenient for carrying and storing.

Auto Ignition Device

Torch can be lit by the auto igniter lever, and the preheat gas adjusted 

beforehand. Flame can be extinguished by pressing the release button. After 

adjust the preheat flame once, it can be ignite and extinguished by operating 

the ignition lever.

Flame Adjustment Device

The flame adjustment valve has a lock function, and even if the knob is 

touched the valve adjustment will not change.

- Cutting Machine Main Body [HANDY AUTO PLUS]

- Power Cable with AC Adapter (5M)

- Standard Wheel

- Instruction Manual

- Fuse

- Wrench

- Cutting Tip Cleaner

- Cutting Tip 106 #0, 1, 2

[ HANDY AUTO PLUS Kit, Accessories included ]

- Auxiliary Wheel - Bevel Wheel

- Small Circle Compass - Guide Lever

- Special Case

Main Components and Accessories

Overview

Semi Automatic Universal Torch
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